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oprema za telekomunikacije

The antenna AD-10/C is a wideband vertical polarized dipole covering the frequency
range from 890 to 2000 MHz which makes the antenna suitable for surveillance and
jamming applications. All elements of the antenna are enclosed in an epoxy - glass
composite tube. The antenna is intended for stationary use but could be used also for
mobile applications. The electrical construction was developed and optimized with
CAD software enables to achieve relative constant gain and omnidirectional radiation
pattern in the horizon or below them. The antenna has built-in a coaxial cable with
coaxial connector “N” type at the end. A special mounting tube with mounting con-
sole adapter enables to mount the antenna on the mast with diam. up to 60 mm.

TECHNICAL CHARACTERISTICS
Frequency range 890 - 2000 MHz
Impedance 50 ohm

VSWR <3 (DIAG. 1)
Gain 1-2dBi

Ver. radiation pattern DIAG. 2,3
Polarization VER.

Maximum power 100 W CW
Height 435 mm
Diameter 60 mm

Mass of antenna 2.65 kg

Wind velocity 150 km/h
Temperature range -40....+70 °C

TRIVAL ANTENE d.o.0., Bakovnik 3, KAMNIK, SLOVENIA; tel. + 386 1 8314 396; fax. + 386 1 8313 377
e-mail: info@trivalantene.si; internet: http://www.trival-antennas-masts.com/
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