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TECHNICAL SPECIFICATIONS

System height (m)
Mast height (m)
Retracted length (m)
Bottom section diam. (mm)
Top section diam. (mm)
Extension tube length (mm)
Max. vertical top load (kg)
Max. wind area CxA (m2)
Max. horizontal top load (N)
Max. operational wind speed (km/h)
Max. survival wind speed (km/h)
Guy radius (m)
No. of quys x levels
No. of sections
Mast weight (kg)
Accessories weight (kg)
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Mast Accessories

Masthead
Cap

ACCESSORY NAME 4/83 6/83 8/83 8/105 10/105 12/105 15/105 8/128 10/128 12/128 15/128 18/128 

Masthead Cap 1 1 1 1 1 1 1 1 1 1 1 1

Bag 1 1 1 1 1 2 2 1 1 2 2 2

Guy Anchor 650 4 4 4 4 4 8 8 4 4 8 - -

Guy Anchor 850 - - - - - - - - - - 8 8

Eyebar 1 1 1 1 1 1 1 1 1 1 1 1

Base Plate Anchor 3 3 3 3 3 3 3 3 3 3 3 3

Hammer 3 kg 1 1 1 1 1 1 1 1 1 1 1 1

Base Plate  1 1 1 1 1 1 1 1 1 1 1 1

Winch 501 1 1 1 1 1 1 - - - - - -

Winch 651 - - - - - - 1 1 1 1 1 1

Guying rope RED 4 4 4 4 4 4 4 4 4 4 4 4

Guying Rope BLUE 4 4 4 4 4 4 4 4 4 4 4 4

Guying Rope YELLOW - - - - - 4 4 - - 4 4 4

Measuring Rope MR-4 1 - - - - - - - - - - -

Measuring Rope MR-5 - 1 - - - - - - - - - -

Measuring Rope MR-7 - - 1 1 1 - - 1 1 - - -

Measuring Rope MR-8-10 - - - - - 1 - - - 1 - -

Measuring Rope MR-10-12 - - - - - - 1 - - - 1 1

Extension Tube 50/50 1 1 1 1 1 1 1 1 1 1 1 1

MAST TYPE/QTY.
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